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Interpretation of City of Minneapolis Zoning Code i
Approximate
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Grading and filling: more than 10 CY needs an Erosion
Control Permit

Removal of vegetation needs to be approved

Mississippi River Corridor Critical Area Overlay
District:

Urban Mixed (UM) MRCCA District

UM has to have 10% protected open space or green
infrastructure in place

Vegetation Permit for tree removal

Water quality impact zone = 50' from OHWL of the river

10 CY of material or impacting >1,000 SF within the
water quality impact zone needs a Land Alteration
Permit

Prove that changes will improve erosion issues Transplant existing tree.
. Relocate to focation
Multipurpose trails and sidewalks are exempt from Approximate . B8 selected by MVMO staf
stormwater permit impervious surface rules if there is OHWL (800.8) s b

down gradient vegetation or a filter strip that is at least

five (5) feet wide.
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Install steps to
replace eroding .
footpaths. See Detail |
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Instali steps to repiace
eroding footpaths.
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Existing fence, ~115'
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Preliminary Permitting Analysis
February 2024

2 Foot Elevation Contours
Tinch = 30 feet Mississippi Watershed

Parcel Boundaries ..
0 Management Organization

Imagery: NearMap, 2023
Feet FIGURE 1
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OHWL (APPROX. LOCATION)
800.8 - NGVD29

SEEDING AND EROSION

CONTROL BLANKET REQUIRED

ON ALL AREAS OF DISTURBANCE
i

\. 50' SETBACK FROM OHWL

4 STONE STEPS,
6"H X 5'D TREAD (EA.)

RELOCATED SEAT
WALL BLOCK, TYP.

819.1%

10 STONE STEPS,
6"H X 2'D TREAD (EA.)

BLEND NEW GRANITE

GRAVEL INTO EXISTING
REFRESH GRAVEL AND
ADD STABILIZER

824.0+
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17 STONE STEPS, —
6"H X 21D TREAD (EA.) STABILIZED ="~
¥ GRANITE, TYP.

N 811.5¢ \
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STEEL EDGER, TYP.

BLEND NEW GRANITE B
GRAVEL INTO EXISTING \

22 STEPS,
6"H X 2'D TREAD (EA.)

SEEDING AND EROSION
CONTROL BLANKET REQUIRED
ON ALL AREAS OF DISTURBANCE
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NOTES:

1. LOCATE AND PROTECT ALL EXISTING UTILITIES PRIOR TO COMMENCING
WORK.

2. UTILITY CONFLICTS ARE NOT EXPECTED, BUT IF THERE IS A UTILITY
CONFLICT, AND RELOCATION IS REQUIRED, RELOCATION OPERATIONS
SHALL BE CONSIDERED INCIDENTAL TO THE WORK.

3. IFUTILITY CONFLICTS WITH PROPOSED WORK, CONTACT ENGINEER/

LANDSCAPE ARCHITECT PRIOR TO RELOCATION WORK.

PROTECT ALL EXISTING PAVEMENTS AND WORK DESIGNATED TO REMAIN.

RESTORE ALL DISTURBED AREAS WITH NATIVE SEED MIX, STABILIZED

WITH MN/DOT CATEGORY 30 EROSION CONTROL BLANKET.

6. FOR PURPOSES OF BIDDING, USE NORTHEAST UPLAND MEADOW GRASS
MIX, BY PRAIRIE RESTORATIONS AS THE BASIS OF DESIGN. EXACT SEED
MIX SHALL BE DETERMINED BY THE LANDSCAPE ARCHITECT IN A LATER
DRAWING REVISION.
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CONSTRUCTION LIMITS

175 LF TREE PROTECTION FENCE
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EXISTING PATH OR PAVEMENT, SEE PLAN.
PROTECT PAVEMENT AND EXISTING

SUBGRADE MATERIAL

EXISTING PATH OR PAVEMENT, SEE PLAN.
PROTECT PAVEMENT AND EXISTING

NUMBER OF
STEPS VARIES,
SEE PLAN

SUBGRADE MATERIAL
VARIES
6"Hx12"DxWIDTH VARIES, SEE PLAN WEATHERING STEEL EDGING, BOTH SIDES SEE PLAN
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VARIES -

SEE PLAN B
1-0" VARIES

6
YP.

ALL STONE STEPS

SEE PLAN

VARIES
SEE PLAN
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EXISTING SUBGRADE
COMPACTED SUBGRADE
STABILIZED GRANITE,
4" MINIMUM DEPTH
m SECTION: TYPICAL STAIR INSTALLATION
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PRELIMINARY DRAFT
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